
(Figure 4). Install Keylock in the exterior front wall of a
FRAME garage. Position it away from door opening to avoid
injury as door swings out and up.
Drill a 25mm diameter hole through the wall. Remove terminal
screws from the Keylock. Insert switch in hole and fasten in
place with screw nails and/or anchor and nut hardware. Return
screws to switch terminals. Fasten bell wire to terminals. Drive
a nail into jamb and wind some wire around it before connect-
ing to the terminals on the back of the opener.
NOTE: Bell wire to opener connection is illustrated in
Figure 5.

If your garage is constructed of material other than wood,
install the Keylock in the door jamb as explained in Step 1 with
this important exception: LOCATE KEYLOCK ON EXTERIOR
FACE OF DOOR JAMB TO AVOID INJURY AS DOOR
SWINGS OUT AND UP.
NOTE: FOR BRICK OR STONE GARAGE, LOCATE KEY-
LOCK ON EXTERIOR FACE OF DOOR JAMB.

Step 3
(Figure 3). Thread the
bell wire through com-
pleted hole from inside
the garage. Fasten wire
to the Keylock terminal
screws, then attach
mounting plate to jamb.
In most cases, 4 screw
nails will hold the plate
firmly in place. (If not,
proceed to Step 4.) Drive
a nail into jamb and wind
some wire around it
before running wire to
the opener terminals. CAUTION: Bell wire should be pulled
taut to prevent access to wiring from outside the garage.
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Step 2
(Figure 2). If your garage
has a built-up jamb, drill
the hole to a depth of
50mm. Then on the inside
jamb, drill a second hole
into the first hole to com-
plete access.
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Step 1
(Figure 1). Position
Keylock in the upper half
of garage door jamb.
Mark the location on hori-
zontal center of jamb. Drill
a 25mm hole through the
jamb or to a depth of
50mm (see Step 2).

Step 4
If screw nails won’t hold the plate firmly in place, use anchor
and nut supplied with hardware. (See Figure 5.) If anchor
and nut are used, remove the Keylock terminal screws.
Insert keylock in drilled hole. Install anchor and nut. Return
terminal screws. Fasten bell wire to terminals. Drive a nail
into jamb and wind some wire around it before connecting
to terminals on back of opener.
NOTE: To attach the bell wire to opener terminals see
Figure 5.
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