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M-532 Add-On Receiver
Add this receiver onto your gate or door opener to allow the
use of high security code-hopping products:

- Full sized or mini-remotes
- Wireless wall switches or keypads
This receiver only works wtih Merlin 433 MHz remotes. These
have green buttons.
Merlin openers from 1995 onwards require no additional 
connectors. All gate openers and Merlin door openers prior to
1995 require speci�c adaptor looms available from Merlin.
(Looms are not included in this package.)

CONNECTING TO AN OPENER

Garage Door Openers

Australia 1800 638 234
New Zealand 0800 653 667

www.gomerlin.com.au
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Merlin door openers from 1995:
On ther rear of overhead door openers and on the underside of
roller door openers is a strip of �ve screw terminals.
Attach the three exposed spade conectors on this receiver to
three of the �ve screw terminals on the opener (+ 15V, GND &
P/B).
Extend the antenna wire downwards away from the metal body
of the opener.

Other Openers:
Contact Merlin for an adaptor loom to suit the opener.

LEARNING THE REMOTE CONTROL BUTTON
After connecting to your opener you must teach the receiver
which button on the remote it should respond to. Check the
receiver has been connected correctly by pressing the large
‘test’ button - the opener should operate.

Press the smaller ‘learn’ button on this receiver for one to two 
seconds, then press the desired remote button twice.

Up to twenty code-hopping mini or full-sized remotes, wireless
wall switches or keypads can be taught to the receiver. If you
try to teach the receiver any more than twenty then it will just
overwrite the most recently learnt one.

If more than twenty remotes are required to use the receiver
then contact Merlin for a ‘common access’ 
remote. These remotes o�er a lower level
of security but can allow unlimited
numbers of users to gain
access by giving each user’s
remote a shared code.

All learnt devices can be
erased from memory by
holding the smaller ‘learn’
button down for eleven
seconds, then waiting
another �ve seconds.
This product is for dry
indoor use only.
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